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5 Pin Configuration and Functions

SN74AHCT14 D, DB, DGV, N, NS, or PW Package, .
14-Pin SOIC, SSOP, TVSOP, PDIP, SOP, or TSSOP 5-2. SN74AHCT14 RGY or BQA Package, 14-Pin

(Top View)
(@]
(@]
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3 2 12019
2A 1] 4 18[] 6Y
NC []s 17[] NC
2Y[]s 16[] 5A
NC []7 15[] NC
3A[]s 14[] 5Y

9 10 11 12 13
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>0 00 > <
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NC - No internal connection

5-3. SN54AHCT14 FK Package, 20-Pin LCCC (Top View)

Z 5-1. Pin Functions

Q
ialt 7 14l Voo < 9
1Y [] 2 13[] 6A 1 14
2A[]3 12[] 6Y 1v |2 ——=— 13| 6A
2v[l4  n[lls5A 2A |3 (_ I12 6Y
3alls  10fl sy 2y |4 | | 1|5A
av |6 9[] 4a 3a s | | 10| 5y
GND []7 8 4y 3y [6 b—e——=1 9]aa
5-1. SN54AHCT14 J or W Package, ; :
14-Pin CDIP or CFP Z <

VQFN or WQFN (Top View)

PIN TYPE(") DESCRIPTION
NAME NO.
1A 1 I 1A1
1Y 2 O 1Y1
2A 3 I 2A1
2y 4 o} 2Y1
3A 5 I 3A1
3Y 6 (e} 3Y1
GND 7 — Ground pin
4Y 8 o 4Y1
4A 9 | 4A1
5Y 10 O 5Y1
5A 1 I 5A1
6Y 12 o} 6Y1
6A 13 I 6A1
VCC 14 — Power pin
(1) 1 =input, O = output
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6 Specifications
6.1 Absolute Maximum Ratings

over operating free-air temperature range (unless otherwise noted)(")

MIN MAX UNIT

Vee Supply voltage range -0.5 7 \%
Vi Input voltage range(@ -0.5 7 \%
Vo Output voltage range@ -05 Vee + 0.5 \%
lik Input clamp current V<0 -20 mA
lok Output clamp current Vo <0orVg>Vce +20 mA
lo Continuous output current Vo =0toVce 25 mA

Continuous current through Ve or GND 50 mA

(1) Stresses beyond those listed under Absolute Maximum Ratings may cause permanent damage to the device. These are stress ratings
only, which do not imply functional operation of the device at these or any other conditions beyond those indicated under
Recommended Operating Conditions. Exposure to absolute-maximum-rated conditions for extended periods may affect device
reliability.

(2) The input and output voltage ratings may be exceeded if the input and output current ratings are observed.

6.2 Handling Ratings

MIN MAX| UNIT
Tstg Storage temperature range —65 150 °C
Human body model (HBM), per ANSI/ESDA/JEDEC JS-001, all 0 2000
ins(")
Vesp) |Electrostatic discharge P - — \Y
Charged device model (CDM), per JEDEC specification 0 1000
JESD22-C101, all pins(@)

(1) JEDEC document JEP155 states that 500-V HBM allows safe manufacturing with a standard ESD control process.
(2) JEDEC document JEP157 states that 250-V CDM allows safe manufacturing with a standard ESD control process.

6.3 Recommended Operating Conditions

over operating free-air temperature range (unless otherwise noted)(")

SN54AHCT14 SN74AHCT14
MIN MAX MIN MAX UNIT
Vee Supply voltage 4.5 5.5 45 5.5 \%
A Input voltage 0 55 0 5.5 \%
Vo Output voltage 0 Vee 0 Vee \%
lon High-level output current -8 -8 mA
loL Low-level output current 8 8 mA
Ta Operating free-air temperature -55 125 -40 125 °C

(1)  All unused inputs of the device must be held at V¢ or GND to ensure proper device operation. Refer to the Tl Application Report,
Implications of Slow or Floating CMOS Inputs, (SCBA004).
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6.4 Thermal Information

SN74AHCT14
THERMAL METRIC(") D DGV ] DB ] N \ NS PW RGY BQA UNIT
14 PINS
Rosa Junction-to-ambient thermal 1245 | 1387 | 1131 61.1 98.6 147.7 63.7 88.3
resistance
ReJCiiop) Junction-to-case (top) thermal 78.8 60.6 65.6 48.0 54.1 77.4 77.6 90.9
resistance
Ross Junction-to-board thermal 81 71.8 60.4 41.0 57.4 90.9 39.7 56.8
resistance
: - CIW
Wi Junction-to-top characterization 37 10.6 255 324 19.6 272 57 9.9
parameter
W Junction-to-board 80.6 711 59.9 409 57.0 90.2 39.9 56.7
characterization parameter
R Junction-to-case (bottom) N/A N/A N/A N/A N/A N/A 19.9 33.4
6JC(bot) thermal resistance : :

(1)

6.5 Electrical Characteristics

over operating free-air temperature range (unless otherwise noted)

For more information about traditional and new thermal metrics, see the IC Package Thermal Metrics application report, (SPRA953).

Ta =25°C SN54AHCT14 | SN74AHCT14
PARAMETER TEST CONDITIONS Vee UNIT
MIN TYP  MAX MIN MAX MIN MAX
Vs 45V 0.9 1.9 0.9 1.9 0.9 1.9
Positive-going Vv
input threshold 55V 1 2.1 1 2.1 1 2.1
voltage
Vi 45V 0.5 1.5 0.5 1.5 0.5 1.5
Negative-going Vv
input threshold 55V 0.6 1.7 0.6 1.7 0.6 1.7
voltage
AVt 45V 0.4 1.4 0.4 1.4 0.4 1.4
Hysteresis \%
(Vre = V1) 55V 0.4 1.5 0.4 1.5 0.4 1.5
lon = -50 pA 4.4 45 4.4 4.4
Vor on - 45V Vv
lon = -8 mA 3.94 3.8 3.8
loL =50 pA 0.1 0.1 0.1
VoL oLZ>oH 45V v
loL =8 mA 0.36 0.44 0.44
0Vto
- ™
1 V,=5.5V or GND 55V 0.1 +1 +1 pA
lcc V) =Vcc or GND lo=0 55V 2 20 20 pA
One input at 3.4 V,
2) ’
Alce Other inputs at Ve or GND 55V 1.35 15 15| mA
C; V) =Vcc or GND 5V 2 10 10 pF
(1)  On products compliant to MIL-PRF-38535, this parameter is not production tested at Voc =0 V.
(2) This is the increase in supply current for each input at one of the specified TTL voltage levels, rather than 0 V or Vc.
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6.6 Switching Characteristics

over operating free-air temperature range (unless otherwise noted)

B TED FROM TO LOAD Ta =25°C SN54AHCT14 SN74AHCT14 T
(NPUT) | (OUTPUT) | CAPACITANCE | MIN TYP  MAX| MIN  MAX| MIN MAX
tpLH 4(1) 7(1) 1(M 8 1 8
o A Y CL=15pF 40 70 1 8 1 sl ™
t 5.5 8 1 1 9
PLH A Y CL =50 pF ns
tpHL 55 8 1 1 9
(1) On products compliant to MIL-PRF-38535, this parameter is not production tested.
6.7 Noise Characteristics
VCC =5V, C|_ =50 pF, TA =25°c(")
SN74AHCT14
PARAMETER UNIT
MIN TYP MAX
VoLp) Quiet output, maximum dynamic Vg 0.9 \Y
Vorw) Quiet output, minimum dynamic Vg -0.7 \Y
VoHv) Quiet output, minimum dynamic Vo 4.3 \Y
ViHD) High-level dynamic input voltage 21 \%
ViLp) Low-level dynamic input voltage 0.5 \%
(1) Characteristics are for surface-mount packages only.
6.8 Operating Characteristics
VCC =5 V, TA =25°C
PARAMETER TEST CONDITIONS TYP UNIT
Cpd Power dissipation capacitance No load, f=1MHz 12 pF
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6.9 Typical Characteristics

One common misconception is that the current consumption will be less when switching a slow signal into a
Schmitt trigger. This is partly true because the Schmitt trigger prevents oscillation which can draw a lot of
current; however, you will see higher lcc current due to the amount of time the input is not at the rail. This is

Delta Ic¢. Delta Icc is where the inputs are not at the rails and upper or lower drive transistors are partially on.
6-1 shows I across the input voltage sweep.

2.5

2
<
£
§ 1.5
: /
Q
: /
=
E
Z \
o \
0

05 \
0 \

0 1 2 3 4 5
V, - Input Voltage - V

Ed 6-1. Supply Current vs Input Voltage
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7 Parameter Measurement Information

o Vee
S1
= O Open
From Output Test From Output RL=1kQ / P TEST S$1
Under Test Point Under Test l GND tpLH/tPHL Open
CL CL tpLz/tpzL Vce
(see Note A) (see Note A) tpHz/tpzH GND
Open Drain Vce
LOAD CIRCUIT FOR LOAD CIRCUIT FOR
TOTEM-POLE OUTPUTS 3-STATE AND OPEN-DRAIN OUTPUTS
————— 3V
Timing Input 1.5V
«— t, —» \ ov
—p—t,
‘ ‘ 3v tsu _J“_H ‘ 3V
1.5V x .5v. S N . v
Input Data Input 1.5V 15V
ov ov
VOLTAGE WAVEFORMS VOLTAGE WAVEFORMS
PULSE DURATION SETUP AND HOLD TIMES
—————— 3V outout 3V
utpu
Input 1.5V 1.5V Control Xmsv X1.5v
\ \ ov \ oV

\ \
tpLH —H > tpL
\ ——— Vou
In-Phase \ 50% Ve 50% Ve
Output [ VoL

\ \
tpHL H “—’:— teLH
| v
OH
Out-of-Phase o ‘ o
Output Sk 50% V¢ ZK 50% Vc\(;
—— 7 VoL

VOLTAGE WAVEFORMS
PROPAGATION DELAY TIMES
INVERTING AND NONINVERTING OUTPUTS

NOTES: A. C_ includes probe and jig capacitance.

\
tbzL —b —»  —tpz

Output \ \ ~
Waveform 1 =Vcc
S1 at Vcc
(see Note B) ‘ ‘ oL
tpzn » e~ B }4— tpuz
Output | v
Waveform2 |/ X v. _o0av OH
Voy-0.3V
S1 at GND 50% Vce OH
(see Note B) =0V
VOLTAGE WAVEFORMS

ENABLE AND DISABLE TIMES
LOW- AND HIGH-LEVEL ENABLING

B. Waveform 1 is for an output with internal conditions such that the output is low except when disabled by the output control.
Waveform 2 is for an output with internal conditions such that the output is high except when disabled by the output control.

mo o

All input pulses are supplied by generators having the following characteristics: PRR <1 MHz, Zg =50 Q, t, <3 ns, tf < 3 ns.
The outputs are measured one at a time with one input transition per measurement.
All parameters and waveforms are not applicable to all devices.

B4 7-1. Load Circuit and Voltage Waveforms

8 BRHCIT BT — RNy 2 (DB RBE bt Bk
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8 Detailed Description
8.1 Overview

The SNx4AHCT14 devices contain six independent inverters. These devices perform the Boolean function Y =
A. Each circuit functions as an independent inverter, but because of the Schmitt action, the inverters have
different input threshold levels for positive-going (V1.) and for negative-going (Vr-) signals.

8.2 Functional Block Diagram
A —b@— Y

* Inputs are TTL-Voltage compatible
* Inputs accept very slow or noisy inputs

8.3 Feature Description

8.4 Device Functional Modes

# 8-1. Function Table
(Each Inverter)

INPUT OUTPUT
A Y
H L
L H
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9 Application and Implementation

&
LIFo7 7V r—vaAFiid, T o EARRICE EN56 O TIERL, Tl TIEEOIEMIEE 37w etz

BEEWTZLER A, (%4 O BRI TARL OB S IOV T, BEHEOBEETHIBIL T =72z ii
ROFET, BEEITE FORGTREZMRIEL T ANT AL T, VAT LAOKEEZ MR T AU ERHNET,

9.1 Application Information

Schmitt triggers should be used anytime you need to translate a sign wave into a square wave, or used where a
slow or noisy input needs to be sped up or cleaned up as in the switch de-bouncer circuit.

9.2 Typical Application

5V

10 kQ g 176 W
SN74AHCT14

— 10 nf
Circuit Symbol for a
T oY
> Schmitt Trigger

]

9-1. Switch De-Bouncer Using Schmitt Trigger Inverter

9.2.1 Design Requirements

This device uses CMOS technology and has balanced output drive. Care should be taken to avoid bus
contention because it can drive currents that would exceed maximum limits. The high drive will also create fast
edges into light loads; therefore, routing and load conditions should be considered to prevent ringing.

9.2.2 Detailed Design Procedure

1. Recommended input conditions:
» Specified High and low levels: See (V|4 and V| ) in the Recommended Operating Conditions table.
* Inputs are overvoltage tolerant allowing them to go as high as 5.5 V at any valid V¢
2. Recommended output conditions:
» Load currents should not exceed 25 mA per output and 50 mA total for the part
» Outputs should not be pulled above V¢
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9.2.3 Application Curves

Schmitt triggers should be used any time you need to
1. Change a sign wave into a square wave.

9-2. Typical Application Curves

9.3 Power Supply Recommendations

The power supply can be any voltage between the MIN and MAX supply voltage rating located in the
Recommended Operating Conditions table.

Each VCC pin should have a good bypass capacitor to prevent power disturbance. For devices with a single
supply, 0.1 uf is recommended. If there are multiple VCC pins, 0.01 uf or 0.022 uf is recommended for each
power pin. It is acceptable to parallel multiple bypass caps to reject different frequencies of noise. A 0.1 uf and 1
uf are commonly used in parallel. The bypass capacitor should be installed as close to the power pin as possible
for best results.

9.4 Layout
9.4.1 Layout Guidelines

When using multiple bit logic devices inputs should not ever float.

In many cases, functions or parts of functions of digital logic devices are unused, for example, when only two
inputs of a triple-input AND gate are used or only 3 of the 4 buffer gates are used. Such input pins should not be
left unconnected because the undefined voltages at the outside connections result in undefined operational
states. 9-3 shows the rules that must be observed under all circumstances. All unused inputs of digital logic
devices must be connected to a high or low bias to prevent them from floating. The logic level that should be
applied to any particular unused input depends on the function of the device. Generally they will be tied to GND
or VCC; whichever makes more sense or is more convenient. It is generally acceptable to float outputs unless
the part is a transceiver. If the transceiver has an output enable pin, it will disable the outputs section of the part
when asserted. This will not disable the input section of the 10’s so they cannot float when disabled.
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9.4.2 Layout Example

Vee I Input ——————

Unused Input

Output Unused Input Output
Input
9-3. Layout Diagram
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10 Device and Documentation Support
10.1 Documentation Support
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10.4 Trademarks

TI E2E™ is a trademark of Texas Instruments.
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10.5 BESNEICEHT 5 FEEIE
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11 Mechanical, Packaging, and Orderable Information

The following pages include mechanical, packaging, and orderable information. This information is the most
current data available for the designated devices. This data is subject to change without notice and revision of
this document. For browser-based versions of this data sheet, refer to the left-hand navigation.
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PACKAGING INFORMATION

Orderable part number Status  Material type Package | Pins Package qty | Carrier RoOHS Lead finish/ MSL rating/ Op temp (°C) Part marking
@ @ ® Ball material Peak reflow ©)
@ ©)
5962-9680101Q2A Active Production LCCC (FK) | 20 55| TUBE No SNPB N/A for Pkg Type -55to 125 5962-
9680101Q2A
SNJ54AHCT
14FK
5962-9680101QCA Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101QC
SNJ54:HCT14J
5962-9680101QDA Active Production CFP (W) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101QD
SNJS4A¢ICT14W
5962-9680101VCA Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101VC
SNV54:HCT14J
5962-9680101VCA.A Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101VC
SNV54:HCT14J
5962-9680101VDA Active Production CFP (W) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101VD
SNV54A/I\-|CT14W
5962-9680101VDA.A Active Production CFP (W) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101VD
SNV54AT—|CT14W
SN74AHCT14BQAR Active Production WQFN (BQA) | 14 3000 | LARGE T&R Yes SN Level-1-260C-UNLIM -40 to 125 AHCT14
SN74AHCT14BQAR.A Active Production WQFN (BQA) | 14 3000 | LARGE T&R Yes SN Level-1-260C-UNLIM -40 to 125 AHCT14
SN74AHCT14D Obsolete  Production SOIC (D) | 14 - - Call TI Call Tl -40 to 125 AHCT14
SN74AHCT14DBR Active Production SSOP (DB) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 125 HB14
SN74AHCT14DBR.A Active Production SSOP (DB) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 125 HB14
SN74AHCT14DGVR Active Production TVSOP (DGV) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40to 85 HB14
SN74AHCT14DGVR.A Active Production TVSOP (DGV) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40to 85 HB14
SN74AHCT14DGVRE4 Active Production TVSOP (DGV) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 125 HB14
SN74AHCT14DR Active Production SOIC (D) | 14 2500 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 125 AHCT14
SN74AHCT14DR.A Active Production SOIC (D) | 14 2500 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 125 AHCT14
SN74AHCT14N Active Production PDIP (N) | 14 25| TUBE Yes NIPDAU N/A for Pkg Type -40 to 125 SN74AHCT14N
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Orderable part number Status  Material type Package | Pins Package qty | Carrier RoOHS Lead finish/ MSL rating/ Op temp (°C) Part marking
(1) %) @3) Ball material Peak reflow (6)
4 (©)]
SN74AHCT14N.A Active Production PDIP (N) | 14 25| TUBE Yes NIPDAU N/A for Pkg Type -40 to 125 SN74AHCT14N
SN74AHCT14NSR Active Production SOP (NS) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40to 125 AHCT14
SN74AHCT14NSR.A Active Production SOP (NS) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 125 AHCT14
SN74AHCT14PW Obsolete Production TSSOP (PW) | 14 - - Call Tl Call Tl -40 to 125 HB14
SN74AHCT14PWR Active Production TSSOP (PW) | 14 2000 | LARGE T&R Yes NIPDAU | SN Level-1-260C-UNLIM -40 to 125 HB14
SN74AHCT14PWR.A Active Production TSSOP (PW) | 14 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40to 125 HB14
SN74AHCT14RGYR Active Production VQFN (RGY) | 14 3000 | LARGE T&R Yes NIPDAU Level-2-260C-1 YEAR -40 to 125 HB14
SN74AHCT14RGYR.A Active Production VQFN (RGY) | 14 3000 | LARGE T&R Yes NIPDAU Level-2-260C-1 YEAR -40 to 125 HB14
SNJ54AHCT14FK Active Production LCCC (FK) | 20 55 | TUBE No SNPB N/A for Pkg Type -55 to 125 5962-
9680101Q2A
SNJ54AHCT
14FK
SNJ54AHCT14FK.A Active Production LCCC (FK) | 20 55| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-
9680101Q2A
SNJ54AHCT
14FK
SNJ54AHCT14J Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101QC
A
SNJ54AHCT14J
SNJ54AHCT14J.A Active Production CDIP (J) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101QC
A
SNJ54AHCT14J
SNJ54AHCT14W Active Production CFP (W) | 14 25| TUBE No SNPB N/A for Pkg Type -55t0 125 5962-9680101QD
A
SNJ54AHCT14W
SNJ54AHCT14W.A Active Production CFP (W) | 14 25| TUBE No SNPB N/A for Pkg Type -55to0 125 5962-9680101QD
A
SNJ54AHCT14W

@ status: For more details on status, see our product life cycle.

@ Material type: When designated, preproduction parts are prototypes/experimental devices, and are not yet approved or released for full production. Testing and final process, including without limitation quality assurance,
reliability performance testing, and/or process qualification, may not yet be complete, and this item is subject to further changes or possible discontinuation. If available for ordering, purchases will be subject to an additional
waiver at checkout, and are intended for early internal evaluation purposes only. These items are sold without warranties of any kind.
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® RoHS values: Yes, No, RoHS Exempt. See the TI RoHS Statement for additional information and value definition.

@ | ead finish/Ball material: Parts may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two lines if the finish value exceeds the maximum
column width.

® msL rating/Peak reflow: The moisture sensitivity level ratings and peak solder (reflow) temperatures. In the event that a part has multiple moisture sensitivity ratings, only the lowest level per JEDEC standards is shown.
Refer to the shipping label for the actual reflow temperature that will be used to mount the part to the printed circuit board.

® part marking: There may be an additional marking, which relates to the logo, the lot trace code information, or the environmental category of the part.

Multiple part markings will be inside parentheses. Only one part marking contained in parentheses and separated by a "~" will appear on a part. If a line is indented then it is a continuation of the previous line and the two
combined represent the entire part marking for that device.

Important Information and Disclaimer: The information provided on this page represents TI's knowledge and belief as of the date that it is provided. Tl bases its knowledge and belief on information provided by third parties, and
makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. TI has taken and continues to take reasonable steps to provide representative
and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals. Tl and Tl suppliers consider certain information to be proprietary, and thus CAS numbers
and other limited information may not be available for release.

In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by Tl to Customer on an annual basis.

OTHER QUALIFIED VERSIONS OF SN54AHCT14, SN54AHCT14-SP, SN74AHCT14 :
o Catalog : SN74AHCT14, SN54AHCT14

e Enhanced Product : SN74AHCT14-EP, SN74AHCT14-EP
o Military : SN54AHCT14

o Space : SN54AHCT14-SP

NOTE: Qualified Version Definitions:

o Catalog - Tl's standard catalog product
e Enhanced Product - Supports Defense, Aerospace and Medical Applications

o Military - QML certified for Military and Defense Applications
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e Space - Radiation tolerant, ceramic packaging and qualified for use in Space-based application
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TAPE AND REEL INFORMATION
REEL DIMENSIONS TAPE DIMENSIONS
4 [¢ KO [« P1L—>
L Regic oy Rogic e o T
o| |e o Bo W
el |
. Diameter ' '
Cavity —>| AO |<—
A0 | Dimension designed to accommodate the component width
B0 | Dimension designed to accommodate the component length
KO | Dimension designed to accommodate the component thickness
A W | Overal width of the carrier tape
i P1 | Pitch between successive cavity centers
[ [ ]
_f Reel Width (W1)
QUADRANT ASSIGNMENTSFOR PIN 1 ORIENTATION IN TAPE
O O O O 0O O 0 O0 Sprocket Holes
| |
T T
St N Il )
H4-—q--4 t--1--1
Q3 1 Q4 Q3 | User Direction of Feed
[ .4 |
T T
N
Pocket Quadrants
*All dimensions are nominal
Device Package |Package|Pins| SPQ Reel Reel A0 BO KO P1 w Pinl
Type |Drawing Diameter| Width | (mm) | (mm) | (mm) [ (mm) [ (mm) |Quadrant
(mm) |W1(mm)
SN74AHCT14BQAR WQFN BQA 14 3000 180.0 12.4 2.8 3.3 11 4.0 12.0 Q1
SN74AHCT14DBR SSOP DB 14 2000 330.0 16.4 835 | 6.6 2.4 12.0 | 16.0 Q1
SN74AHCT14DGVR TVSOP | DGV 14 2000 330.0 12.4 6.8 4.0 1.6 8.0 12.0 Q1
SN74AHCT14DR SoIC D 14 2500 330.0 16.4 6.5 9.0 2.1 8.0 16.0 Q1
SN74AHCT14NSR SOP NS 14 2000 330.0 16.4 8.1 104 | 25 12.0 | 16.0 Q1
SN74AHCT14PWR TSSOP PW 14 2000 330.0 12.4 6.9 5.6 1.6 8.0 12.0 Q1
SN74AHCT14RGYR VQFN RGY 14 3000 330.0 12.4 375 | 375 | 1.15 | 8.0 12.0 Q1
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TAPE AND REEL BOX DIMENSIONS
*All dimensions are nominal
Device Package Type |Package Drawing| Pins SPQ Length (mm) | Width (mm) | Height (mm)
SN74AHCT14BQAR WQFN BQA 14 3000 210.0 185.0 35.0
SN74AHCT14DBR SSOP DB 14 2000 353.0 353.0 32.0
SN74AHCT14DGVR TVSOP DGV 14 2000 353.0 353.0 32.0
SN74AHCT14DR SOIC D 14 2500 333.2 345.9 28.6
SN74AHCT14NSR SOP NS 14 2000 353.0 353.0 32.0
SN74AHCT14PWR TSSOP PW 14 2000 353.0 353.0 32.0
SN74AHCT14RGYR VQFN RGY 14 3000 353.0 353.0 32.0
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TUBE
T - Tube

height L - Tubelength

< n < n
« Lt < Lt

' 5
w-Tube| I U U _
> width %%
; v

— B - Alignment groove width

\ 4

*All dimensions are nominal

Device Package Name |Package Type Pins SPQ L (mm) W (mm) T (um) B (mm)
5962-9680101Q2A FK LCcC 20 55 506.98 12.06 2030 NA
5962-9680101QDA W CFP 14 25 506.98 26.16 6220 NA
5962-9680101VDA W CFP 14 25 506.98 26.16 6220 NA

5962-9680101VDA.A W CFP 14 25 506.98 26.16 6220 NA
SN74AHCT14N N PDIP 14 25 506 13.97 11230 4.32
SN74AHCT14N N PDIP 14 25 506 13.97 11230 4.32
SN74AHCT14N.A N PDIP 14 25 506 13.97 11230 4.32
SN74AHCT14N.A N PDIP 14 25 506 13.97 11230 4.32
SNJ54AHCT14FK FK LCCC 20 55 506.98 12.06 2030 NA
SNJ54AHCT14FK.A FK LCCC 20 55 506.98 12.06 2030 NA
SNJ54AHCT14W w CFP 14 25 506.98 26.16 6220 NA
SNJ54AHCT14W.A W CFP 14 25 506.98 26.16 6220 NA

Pack Materials-Page 3



GENERIC PACKAGE VIEW
RGY 14 VQFN - 1 mm max height

3.5x 3.5, 0.5 mm pitch PLASTIC QUAD FLATPACK - NO LEAD

This image is a representation of the package family, actual package may vary.
Refer to the product data sheet for package details.

4231541/A
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PACKAGE OUTLINE
RGY0014A VQFN - 1 mm max height

PLASTIC QUAD FLATPACK - NO LEAD

PIN 1 INDEX AREA— [:

3.35

1 MAX
l-noon SEATING PLANE
0.05
0.00
=— ] 2.05+0.1 —=
- 2x[1.5] (0.2) TYP
7} 1 }8 4_‘
U | U
6
L Tt S ‘ (@G
D, i -
2X
B R i e i
L B 737 | C
8x[05] | 4
T : -
ﬂ ! ﬂ ©t 1ax 0-30
| 0.18
1 ! 14 & 010 [c]A® [BO |
PIN 11D
(OPTIONAL) 14X 82 0.05) |

4219040/A 09/2015

NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
per ASME Y14.5M.

2. This drawing is subject to change without notice.

3. The package thermal pad must be soldered to the printed circuit board for thermal and mechanical performance.
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EXAMPLE BOARD LAYOUT
RGY0014A VQFN - 1 mm max height

PLASTIC QUAD FLATPACK - NO LEAD

O 2.05) ———

r—zxm.s)—j

7! SYMM "4

Y U [ R N
14X (0.6) ‘
|
SO Cs
14X(0.24)T[:] CP CD
SYMM !
QE{}#{%EB (33)
=© o o
s 2| o 2
8X (0.5) I S A .
Lfa ) ; 1 CDg
(¢0.2)V|A/ !

|
|
|
|
|
|
B

TYP [ T

(R0.05) TYP

LAND PATTERN EXAMPLE
SCALE:20X

0.07 MAX —= |=— 0.07 MIN
ALL AROUND ALL AROUND

(M METAL SOLDER MASK
‘ - OPENING
\SOLDER MASK \METAL UNDER

N OPENING SOLDER MASK

A

NON SOLDER MASK SOLDER MASK

DEFINED
(PREFERRED) DEFINED

SOLDER MASK DETAILS
4219040/A 09/2015

NOTES: (continued)

4. This package is designed to be soldered to a thermal pad on the board. For more information, see Texas Instruments literature
number SLUA271 (www.ti.com/lit/slua271).
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EXAMPLE STENCIL DESIGN
RGY0014A VQFN - 1 mm max height

PLASTIC QUAD FLATPACK - NO LEAD

4X ([J0.92) ‘

|
|
14X (06) —=~—~ | [ | ||V 3
S
2
14X (0.24) j [:]

SYMM ‘

i*** —(O)— 35—

3)

OO0
‘ I
+¢
-
-5

| 7 SYMM 8 !

¢ |

(R0.05) TYP | |
| L—-L (0.56) ‘

\ (3.3) \

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL

EXPOSED PAD
80% PRINTED SOLDER COVERAGE BY AREA
SCALE:20X

4219040/A 09/2015

NOTES: (continued)

5. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
design recommendations.

i3 Texas
INSTRUMENTS
www.ti.com



PACKAGE OUTLINE
SOIC - 1.75 mm max height

DO014A

SMALL OUTLINE INTEGRATED CIRCUIT

e 27vp SEATING PLANE——"
PIN 1 ID 01[Cl~
(- ) 14 e =Y
1] e ‘
— == ]
§ |
| ] il
8.75 8 2X :
8.55
WL — [ )
|
| ] H
— ) ]
il |
7 e |
¥ 8 0.51 T |
14X o
4.0 0.31 L
8] 3.8 |4 [0.2500 [c|AB] —=1.75 MAX

e —

NOTE 4
e |
/i Ny
Ny . T
— 0.25
/\* SEE DETAIL A 0.13 e -
0.25

GAGE PLANE

o"-aa"&—1

_—

DETAIL A
TYPICAL

4220718/A 09/2016

NOTES:

1. All linear dimensions are in millimeters. Dimensions in parenthesis are for reference only. Dimensioning and tolerancing
per ASME Y14.5M.

. This drawing is subject to change without notice.

. This dimension does not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not
exceed 0.15 mm, per side.

. This dimension does not include interlead flash. Interlead flash shall not exceed 0.43 mm, per side.

. Reference JEDEC registration MS-012, variation AB.
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EXAMPLE BOARD LAYOUT

DO014A SOIC - 1.75 mm max height

SMALL OUTLINE INTEGRATED CIRCUIT

14X (1.55) SYMM
11
] [
14X (0.6) ] l::j l::j
e )
12X (1.27) ‘ ‘ MM
¢

-
—

e ey

LAND PATTERN EXAMPLE
SCALE:8X

SOLDER MASK
SOLDER MASK METAL UNDER
OPENING METAL SOLDER MASK‘\ i OPENING

(F N = \
‘ \
| |
— ==
JL 0.07 MAX JL* 0.07 MIN
ALL AROUND ALL AROUND

NON SOLDER MASK
DEFINED

SOLDER MASK
DEFINED

SOLDER MASK DETAILS

4220718/A 09/2016

NOTES: (continued)

6. Publication IPC-7351 may have alternate designs.
7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
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EXAMPLE STENCIL DESIGN
DO014A SOIC - 1.75 mm max height

SMALL OUTLINE INTEGRATED CIRCUIT

i
~

SYMM

o

14X (1.55) ﬁ SYMM
i ¢
|
|
|
|
|
!
|
|
|
|
|
|
|

IR0

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL
SCALE:8X

4220718/A 09/2016

NOTES: (continued)

8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
design recommendations.
9. Board assembly site may have different recommendations for stencil design.
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GENERIC PACKAGE VIEW
BQA 14 WQFN - 0.8 mm max height

2.5x 3, 0.5 mm pitch PLASTIC QUAD FLATPACK - NO LEAD

This image is a representation of the package family, actual package may vary.
Refer to the product data sheet for package details.

4227145/A
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PACKAGE OUTLINE

BOAOO14A WQFN - 0.8 mm max height
PLASTIC QUAD FLAT PACK-NO LEAD

Ifi 5 —

PIN 1 INDEX AREA /

N o
[{e =N

r (0.2) TYP

=
==

2
»
=

o !
Al oxgs
PIN 1 ID T 01®|c[A[B
(OPTIONAL) SYMM F.Lm(g-g Q}W@ITCLHJ

4224636/A 11/2018

NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
per ASME Y14.5M.

2. This drawing is subject to change without notice.

3. The package thermal pad must be soldered to the printed circuit board for optimal thermal and mechanical performance.
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BOAOO14A

EXAMPLE BOARD LAYOUT
WQFN - 0.8 mm max height

PLASTIC QUAD FLAT PACK-NO LEAD

|
|
|
(
EXPOSED METAL / \ SOLDER MASK - SOLDER MASK

: .
(20.2) VIA ‘ Bﬁ T T
TYP — 14X (0.6)

(R0.05) TYP

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN
SCALE: 20X

0.07 MAX 0.07 MIN METAL UNDER
ALL AROUND ﬂ h ALL AROUND 17— SOLDER MASK
(
«—— METAL e
T EXPOSED METAL

OPENING OPENING

NON-SOLDER MASK
© SD(IDEFlNED S SOLDER MASK
(PREFERRED) DEFINED

4224636/A 11/2018

NOTES: (continued)

4. This package is designed to be soldered to a thermal pad on the board. For more information, see Texas Instruments literature

number SLUA271 (www.ti.com/lit/slua271).
5. Vias are optional depending on application, refer to device data sheet. If any vias are implemented, refer to their locations shown

on this view. It is recommended that vias under paste be filled, plugged or tented.
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BOAOO14A

EXAMPLE STENCIL DESIGN
WQFN - 0.8 mm max height

PLASTIC QUAD FLAT PACK-NO LEAD

i (2.3) T‘
| l=— (0.95) —~| |
i L 2X (0.5) ‘
| 1 | _h4 ‘
| L |
|
2
s :

| ‘ i J
e ==l es:
L . _—14X(0.25)
! 14X (0.6)
| 8
SYMM
€

(R0.05) TYP

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL

EXPOSED PAD

88% PRINTED COVERAGE BY AREA
SCALE: 20X

4224636/A 11/2018

NOTES: (continued)

6. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate

design recommendations.
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MECHANICAL DATA

NS (R-PDSO-G**) PLASTIC SMALL-OUTLINE PACKAGE
14-PINS SHOWN

i I s
1A RAAAT

0,15 NOM

|
r

Gage Plane

O
NERELE

A

0,15

;LU_U_U_U_U_U_U_/;J%W Seating Plone ¥ \_JJ |__)

— 2,00 MAX ©lo0.10

PINS
DIM

A MAX

A MIN

4040062,/C 03,03

NOTES:  A. Al linear dimensions are in millimeters.
B. This drawing is subject to change without notice.
C. Body dimensions do not include mold flash or protrusion, not to exceed 0,15.




MECHANICAL DATA

W (R—GDFP—F14) CERAMIC DUAL FLATPACK

Base and Seating Plane

0.260 (6,60)
0.045 (1,14) 0235 (5,97)
l’ 0.026 (0,66)

y 1 L 0.008 ozo)]:

| 0.080 (2,03 0.004 (0,10)
0.045 (1,14)
«—— 0.280 (7,11) MAX ——»]
0.019 (0,48)
1 14 0.015 (0,38)
4 N\
| | !
[ | |
0.050 (1,27)
[ | | |
0.390 (9,01) | | |
0.335 (8,51

| | | 0.005 (0,13) MIN

4 Places
[ | [ ] i

A
7 8
0.360 (9,14) 0.360 (9,14)
0.250 (6,35) 0.250 (6,35)

4040180-2/F 04/14

NOTES:  A. All linear dimensions are in inches (millimeters).

This drawing is subject to change without notice.

This package can be hermetically sealed with a ceramic lid using glass frit.
Index point is provided on cap for terminal identification only.

Falls within MIL STD 1835 GDFP1-F14

moow
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DBO0014A

PACKAGE OUTLINE
SSOP - 2 mm max height

SMALL OUTLINE PACKAGE

8.2

e %2 TYP

7.4

PIN 1 INDEX AREA

~

(Bl 20

NOTE 4

it

N
SEE DETAIL A

12X

:4

E===—-

8
L 14x 238

0.22

[ Jo.150 [c[A[B]

0.25

j 0.09
\f

GAGE PLANE

1

2 MAX

0.95
0.55

N

DETAIL A
TYPICAL

T*0.05 MIN

4220762/A 05/2024

NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing

per ASME Y14.5M.
2. This drawing is subject to change without notice.

3. This dimension does not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not

exceed 0.15 mm per side.
4. Reference JEDEC registration MO-150.
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DBO0014A

EXAMPLE BOARD LAYOUT
SSOP - 2 mm max height

SMALL OUTLINE PACKAGE

T 14X (1.85)
Pt 1

14X (0.45) | [ ]

(I

12X (0.65)

-

-

(R0.05) TYP
.

T

C 1]
——3—¢"

SOLDER MASK METAL
OPENING /

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN
SCALE: 10X

METAL UNDER SOLDER MASK
SOLDER MASK | /OPENING
777777777777777 .

EXPOSED METALJP

0.05 MAX
ALL AROUND

NON-SOLDER MASK
DEFINED
(PREFERRED)

| |
|
} \ *————EXPOSED METAL

,,,,,,,,,,,,,,,,

0.05 MIN
ALL AROUND

SOLDER MASK

DEFINED
SOLDER MASK DETAILS

4220762/A 05/2024

NOTES: (continued)

5. Publication IPC-7351 may have alternate designs.
6. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
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DBO0014A

EXAMPLE STENCIL DESIGN

SSOP - 2 mm max height

SMALL OUTLINE PACKAGE

14X (0.45) [ ! ]

AN

==
I ‘

14X (1.85) SYMM
i j 1 T §
|
|
|
|

(R0.05) TYP
1

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL
SCALE: 10X

4220762/A 05/2024

NOTES: (continued)

7. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate

design recommendations.

8. Board assembly site may have different recommendations for stencil design.
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GENERIC PACKAGE VIEW
FK 20 LCCC - 2.03 mm max height

8.89 x 8.89, 1.27 mm pitch LEADLESS CERAMIC CHIP CARRIER

This image is a representation of the package family, actual package may vary.
Refer to the product data sheet for package details.

4229370VA\
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GENERIC PACKAGE VIEW
J 14 CDIP - 5.08 mm max height

CERAMIC DUAL IN LINE PACKAGE

Images above are just a representation of the package family, actual package may vary.
Refer to the product data sheet for package details.

4040083-5/G

13 TEXAS
INSTRUMENTS



PACKAGE OUTLINE

JOO14A CDIP - 5.08 mm max height
CERAMIC DUAL IN LINE PACKAGE
PIN 11D Al 4X.005MIN
(OPTIONAL) [A] [0.13] ﬁ .81358;.(1)6502 TYP
1 } 1
12><ﬁ) {M } H J‘ ’ T
[2.54] 14X .014-.026
14X .045-.065 :
T {h } RS [0.36-0.66]
|9 [.010 [0.25][c[A[B]
754-.785
{ } [19.15-19.94]
7 { } 8
N Y
-245-.283 J —={ 2MAXTYP 13 MIN TYP
[6.22-7.19] [5.08] 23]
SEATING PLANE
T .308-.314
[7.83-7.97]
T GAGE PLANE
T 015 |GAGE PLANE

‘/ 0°-15°
TYP

[0.38]

»\\—r 14X .008-.014

[0.2-0.36]

4214771/A 05/2017

NOTES:

1. All controlling linear dimensions are in inches. Dimensions in brackets are in millimeters. Any dimension in brackets or parenthesis are for
reference only. Dimensioning and tolerancing per ASME Y14.5M.

2. This drawing is subject to change without notice.

3. This package is hermitically sealed with a ceramic lid using glass frit.

4. Index point is provided on cap for terminal identification only and on press ceramic glass frit seal only.

5. Falls within MIL-STD-1835 and GDIP1-T14.
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EXAMPLE BOARD LAYOUT
JOO14A CDIP - 5.08 mm max height

CERAMIC DUAL IN LINE PACKAGE

e (300 ) TYP
SEE DETAIL A A~ [7.62]
1! \ H @ V14
/

/SEE DETAIL B

\
/

N4 | N
S ‘ —
- @ - O
12X (.100 ) \ ‘
[2.54] | i
& | ©
e -
— — - + —
14X (B .039) ‘
"o | ©
|
© . ©
|
© ) O
SYMM
¢
LAND PATTERN EXAMPLE
NON-SOLDER MASK DEFINED
SCALE: 5X
002 MAX ﬂ (.063)
0.05 [1.6]
ALIE AR(])UND I METAL (®.063)
SOLDER MASK [1.6]
L~ OPENING
\METAL JL
/ 002 MAX
(R.002 ) TYP el S A [0.05]
[0.05] ALL AROUND
DETAIL A DETAIL B
SCALE: 15X 13X, SCALE: 15X
4214771/A 05/2017
13 TEXAS
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MECHANICAL DATA

N (R—PDIP—T**) PLASTIC DUAL—IN—LINE PACKAGE
16 PINS SHOWN
< A oM PINS ™1 44 16 18 20
16 9
- AWK | (e | (1969) | (2557 | (26.92)
0.745 | 0.745 | 0.850 | 0.940
D) %&2?&) ACMING 1 1892y | (18,92) | (21,59) | (23,88)
PR ey ey ey e ey gy g Yo\ VXS\;\?\O&N A BB AC AD
w J L 8
0.070 (1,78)
0085 (114 O
0.045 (1,14) .
—» rom(om Yo 0.020 (0,51) MIN % —

\ 5 0.015 (0,38)
T 0.200 (5,08) MAX

4+ v L Seating Plane
? 0.125 (3,18) MIN (0,25) NOM

—J 0.430 (10,92) MAX L

r_——-\

? Gauge Plane

0.021 (0,53)
0.015 (0,38)

[4]0.010 (0,25) W]

)

U 14/18 Pin Only "

= 20 Pin vendor option

4040049/€ 12/2002

NOTES:  A. All linear dimensions are in inches (millimeters).
B. This drawing is subject to change without notice.

@ Falls within JEDEC MS—001, except 18 and 20 pin minimum body length (Dim A).
@ The 20 pin end lead shoulder width is a vendor option, either half or full width.
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PACKAGE OUTLINE
TSSOP - 1.2 mm max height

PWOO014A

SMALL OUTLINE PACKAGE

\ 12X
e
-
I 2X
—
I
1 4X (0°-127)
—t a
= |
. :
. 0.30 T
- Mo 12 MAXL
43 [ [01@ [c|A[B] '

NOTE 4

\\.

\ / ]
~~&.«/\ (0.15) TYPjr
SEE DETAIL A

GAGE PLANE

P

DETAIL A
TYPICAL

4220202/B 12/2023

NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
per ASME Y14.5M.

. This drawing is subject to change without notice.

. This dimension does not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not
exceed 0.15 mm per side.

. This dimension does not include interlead flash. Interlead flash shall not exceed 0.25 mm per side.

. Reference JEDEC registration MO-153.
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PWOO014A

EXAMPLE BOARD LAYOUT
TSSOP - 1.2 mm max height

SMALL OUTLINE PACKAGE

[N
N
X
BelCinE
N
a1
N
J

1]

SYMM

=
1)

L

(5.8) !

LAND PATTERN EXAMPLE

SOLDER MASK
OPENINGWL

/

EXPOSED METAL SHOWN
SCALE: 10X

METAL UNDER
SOLDER MASK\

EXPOSED METALJP

#Lf 0.05 MAX

ALL AROUND

NON-SOLDER MASK
DEFINED
(PREFERRED)

JL* 0.05 MIN
ALL AROUND
SOLDER MASK

DEFINED
SOLDER MASK DETAILS

(R0.05) TYP
e

SOLDER MASK
OPENING

I
|
J |\ .\J!EXPOSED METAL

4220202/B 12/2023

NOTES: (continued)

6. Publication IPC-7351 may have alternate designs.

7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
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EXAMPLE STENCIL DESIGN
PWO0O014A TSSOP - 1.2 mm max height

SMALL OUTLINE PACKAGE

e

14X (1.5) SYMM
i j | T ¢ (R0.05) TYP
0 | | e
|
|
|
.
|
|
|
|
|

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL
SCALE: 10X

4220202/B 12/2023

NOTES: (continued)

8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate

design recommendations.
9. Board assembly site may have different recommendations for stencil design.
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