I

TEXAS

'E Ordering &

quality

INSTRUMENTS

Technical
documentation

Design &
development

E)

Support &
training

SN74ACT564

JAJSR15D — NOVEMBER 1995 — REVISED FEBRUARY 2024

SN74ACT5643 R — bHAH, AU &I DSALT -

Z-7av7

Ty

- bUH-T Uy

18R
* 4.5V~55V O Vee THIE

« 5.5V £TOATIEEL

RIS

© JXK tpg 8.5ns (5V )

o AL TTL BIERHM

o 3 AT —NIHRH TR TA % B S

« PCBLATUNKELTH70—ANV— T —X%77
Fx

we AR IO SEENWHNT 7 A

2 1=

'ACT564 F/SA T AV BN D ZAT TP WA 71
V7 Ty T, REWE R AR T R A
v —&  ADOA M OBRENH IR L L CRREF Sz 3 AT
—MHE D EEZTOET, FRZ, Ny 77 LYUARKZ 10 R

—bh MG SA RTAS ARV PAZ D FIRITHE LT
WET,
Ry r— B8
HmES Polr— (1) PRyl — FAXC) ApFAZ C)

DW ( SOIC, 20) 12.8mm x 10.3mm 12.8mm x 7.5mm

N (PDIP. 20) 24.33mm x 9.4mm 24.33mm x 6.35mm
SN74ACT564

NS (SOP. 20) 12.6mm x 7.8mm 12.6mm x 5.3mm

PW (TSSOP, 20) 6.5mm x 6.4mm 6.5mm x 4.4mm

M
(2

BEAINC OV U, T2 ax 10 £BIBL TGRS
PRl Y AR (B % (8) HAFHECHY, §

UHEENET,

SRR R

REY AR (RSXIE) ITAPMETHY, 3 EENEEA,

wr >
cik M
c1
2
1D 1D

To Seven Other Channels

HHEE (IE

E)

A

ZDVY—ADTED
PEIZSEEL T

SEEIRIGETY, FRREAE TSI T 20T, BEMEY —/L (BIREIRR) ZEHL COBZEAHY ., TI TIEEIRO Bt L %Y

—UMRAEN L ER A, EBEOBEH 2 ORI

ZiE, ti.com TUTIRMOKGEME Z SISV ETIOBFHAWZLET,

English Data Sheet: SCAS549


https://www.ti.com/product/ja-jp/sn74act564?qgpn=sn74act564
https://www.ti.com/ja-jp/lit/pdf/JAJSR15
https://www.ti.com/product/ja-jp/SN74ACT564?dcmp=dsproject&hqs=#order-quality
https://www.ti.com/product/ja-jp/SN74ACT564?dcmp=dsproject&hqs=#tech-docs
https://www.ti.com/product/ja-jp/SN74ACT564?dcmp=dsproject&hqs=#design-development
https://www.ti.com/product/ja-jp/SN74ACT564?dcmp=dsproject&hqs=#support-training
https://www.ti.com/lit/pdf/SCAS549

SN74ACT564
JAJSR15D — NOVEMBER 1995 — REVISED FEBRUARY 2024

Table of Contents

3 Pin Configuration and Functions.......................c.c........
4 Specifications................ccccccoeeiiii
4. TR TE T v,
4.2 Recommended Operating Conditions.............cccccou.....
4.3 Thermal Information...........cccccveeveciiiiie e
4.4 Electrical CharacteristiCs............cccceviieriiieeeniieeiieene
4.5 Timing Requirements........c.ccooccveeieeiicciiiiee e
4.6 Switching Characteristics..........ccocovvvieeiiiieeiiee e,
4.7 Operating Characteristics........c..ccccccvvveeiiiiiieee e,
5 Parameter Measurement Information............................
6 Detailed Description..............cccooviiiiiiiiiin e,
6.1 OVEIVIEW. ..ottt
6.2 Functional Block Diagram............ccccecevieiiiiiiieeeeeenns

I3 TEXAS

INSTRUMENTS
www.ti.com/ja-jp

6.3 Device Functional Modes...........ccccoeiiiiiiiiniiiiieeee 8

7 Application and Implementation....................cccccooee 9
7.1 Power Supply Recommendations...........cccccoccveeernnen. 9
7.2 LAYOUL....coiiiiiicee e 9

8 Device and Documentation Support............................ 10
8.1 Documentation Support (Analog).......ccccccvereveeeneneen. 10
8.2 FX 2 A D EHEM AL T IS 10
8.3 YA =R UV =R i 10
8.4 Trademarks..........oooiiiiiiiiii e 10
8.5 WA RMEIC T DVERE T s 10
8.6 T R et 10

9 Revision History..............ccoooiiiiini 11

10 Mechanical, Packaging, and Orderable

Information................oo 11

2 BRHCT BT — RNy (DR RB bt B

Copyright © 2024 Texas Instruments Incorporated

Product Folder Links: SN74ACT564

English Data Sheet: SCAS549


https://www.ti.com/product/ja-jp/sn74act564?qgpn=sn74act564
https://www.ti.com/ja-jp/lit/pdf/JAJSR15
https://www.ti.com/ja-jp
https://www.ti.com/feedbackform/techdocfeedback?litnum=JAJSR15D&partnum=SN74ACT564
https://www.ti.com/product/ja-jp/sn74act564?qgpn=sn74act564
https://www.ti.com/lit/pdf/SCAS549

i3 TEXAS
INSTRUMENTS SN74ACT564
www.ti.comlja-jp JAJSR15D — NOVEMBER 1995 — REVISED FEBRUARY 2024

3 Pin Configuration and Functions

oEllr ~ 2flv Vee
1D[2 19]19
2D []3 18[] 2Q
3D [] 4 17[] 3Q
4D ] 5 16[] 4Q
5D []6 15[] 5Q
6D |7 14]] 6Q
7D |8 13]]1 7Q
8D []o 12[] 8Q
GND[]1o 11[JcLk

EJ 3-1. SN74ACT564 DB, DW, N, NS, or PW Package (Top View)

& 3-1. Pin Functions

PIN
TYPE Description
NO. NAME
1 OE | Clear all channels, active low
2 1D | Channel 1, D input
3 2D | Channel 2, D input
4 3D | Channel 3, D input
5 4D | Channel 4, D input
6 5D | Channel 5, D input
7 6D | Channel 6, D input
8 7D | Channel 7, D input
9 8D | Channel 8, D input
10 GND — Ground
1 CLK | Clock Pin
12 8Q (0] Channel 8, Q output
13 7Q (6] Channel 7, Q output
14 6Q (6] Channel 6, Q output
15 5Q (6] Channel 5, Q output
16 4Q (0] Channel 4, Q output
17 3Q (0] Channel 3, Q output
18 2Q (0] Channel 2, Q output
19 1Q (0] Channel 1, Q output
20 Vee — Power Pin
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4 Specifications
4.1 B HRKER

H R COBEREGMHN (Frcitakoianpry) (1)

BR/ME >N =774
Vee R -05 7 \Y
v, @ AT 0.5 Vee + 0.5 v
Vo @ H ) I 05 Voo + 0.5 Vv
Ik NN D5 T E (Vi <0 F7213 V), > Vee) +20 mA
lok HHhr o7&k (Vo <0 E£721% Vo > Vee) +20 mA
lo HgE 7 R (Vo = 0~Vce) +50 mA
Vee F721% GND % i 42 e FE i +200 mA
Tstg R4 TR FE AR A -65 150 °C

(1) THER R KER NORENTAEZE _ERIDAR 272356 T /3 ATKBERBE RN F AT DR REENHV E T, Zhbid, AN AERK
DORHERTHDTHY, ZNOHD LML THER G ES M RSN EZ B A DM T, ARG ERE T 2222 BT 200 TIEH A,
KRR ERORENERERFIK L, T A ADOFHENMEICEE 52 D fetEndEd,

(2) ADEHIOBFREREZIETLCH, AIEHIIOBIEEREBZDZENHVET,

4.2 Recommended Operating Conditions

(over operating free-air temperature range (unless otherwise noted)(")

SN74ACT564

MIN MAX UNIT
Vee Supply voltage 4.5 5.5 \Y
ViH High-level input voltage 2 V
Vi Low-level input voltage 0.8 V
V| Input voltage Vee Vv
Vo Output voltage Vee \%
lon High-level output current -24 mA
loL Low-level output current 24 mA
At/AV Input transition rise or fall rate 8 ns/\V
Ta Operating free-air temperature -40 85 °C

(1)  Allunused inputs of the device must be held at V¢ or GND for proper device operation. Refer to the Tl application report Implications
of Slow or Floating CMOS Inputs, literature number SCBA004.

4.3 Thermal Information

SN74ACT564
THERMAL METRIC(") DB (SSOP) DW (SOIC) N (PDIP) NS (SO) PW (TSSOP) UNIT
20 PINS 20 PINS 20 PINS 20 PINS 20 PINS
Rosa f;‘s"igig’:;e"'amb'e”t thermal 70 101.2 69 106.2 126.2 °CIW

(1)  For more information about traditional and new thermal metrics, see the IC Package Thermal Metrics application report (SPRA953).
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4.4 Electrical Characteristics

over recommended operating free-air temperature range (unless otherwise noted)

PARAMETER TEST CONDITIONS Vee Ta=25°C SN74ACTS64 UNIT
MIN TYP  MAX MIN  MAX
45V 44 449 4.4
lon = =50 pA
55V 5.4 5.49 54
B 45V 3.86 3.76
Vou lon = ~24 mA 55V 4.86 476 v
lon = =50 mA(™ 55V
lon = =75 mA(M 55V 3.85
_ 45V 0.1 0.1
loL = S0KA 55V 0.1 0.1
VoL o= 24 mA 45V 0.36 0.44 v
55V 0.36 0.44
loL = 50 mA(") 55V
loL = 75 mA(") 55V 1.65
loz Vo = Ve or GND 55V +0.25 25 pA
I V) = V¢ or GND 55V +0.1 1| pA
Icc V, = V¢c or GND, 55V 4 40| pA
Alge @ \?gce input at 3.4 V, Other inputs at GND or 55V 0.6 15 mA
Ci V, = V¢ or GND 5V 45 pF
Co Vo = Ve or GND 5V 15 pF

(1)  Not more than one output should be tested at a time, and the duration of the test should not exceed 2 ms.
(2) This is the increase in supply current for each input that is at one of the specified TTL voltage levels, rather than 0 V or V.

4.5 Timing Requirements

over recommended operating free-air temperature range, Vec =5V £ 0.5 V (unless otherwise noted) (see Load Circuit and

Voltage Waveforms)

Ta =25°C SN74ACT564
UNIT
MIN MAX MIN MAX
felock Clock frequency 85 75 MHz
tw Pulse duration, CLK high or low 3 3.5 ns
tsu Setup time, data before CLK T 2.5 3 ns
th Hold time, data after CLK 1 1 1 ns
Copyright © 2024 Texas Instruments Incorporated HFHE 57— RN 2 (DRSBTS P) #5%5F 5
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4.6 Switching Characteristics

over recommended operating free-air temperature range, Vecc = 5V + 0.5 V (unless otherwise noted) (see Load Circuit and
Voltage Waveforms)

Ta=25°C SN74ACT564
PARAMETER FROM (INPUT) TO (OUTPUT) UNIT
MIN TYP MAX MIN MAX
fmax 85 90 75 MHz
t 2 6.5 10.5 1.5 1.5
PLA CLK Q ns
tpHL 1.5 6 9.5 1.5 10.5
t 7 — 1.5 5.5 9 1.5 9.5
Pzn OE Q ns
tpzL 1.5 55 8.5 1 9.5
t _ — 1.5 7 10.5 1.5 1.5
Pz OE Q ns
tpLz 1.5 5 8 1 8.5
4.7 Operating Characteristics
VCC =5 V, TA =25°C
PARAMETER TEST CONDITIONS TYP| UNIT
Cpd Power dissipation capacitance C. =50 pF, f=1MHz 50 pF
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5 Parameter Measurement Information

2xV
o £xvee
s1/‘
500 Q O
From Output Open
Under Test l
CL =50 pF 500 Q
(see Note A) I
LOAD CIRCUIT
Timing Input _/1 sV \ 3v
— ty —;: | t ov
| —p— h
>|< >|< 3 oy S 3v
Input 1.5V 1.5V Data Input 15V 15V
ov oV
VOLTAGE WAVEFORMS VOLTAGE WAVEFORMS
Output 3V
Control 15V 15V
(low-level ’ oV
enabling) : .
tpzL —Pl <« —J| ¢ tpL7
Output |
mput /- N\ ... 3v Waveform 1
15V 15V St1at2xVge
| | ov (see Note B)
| | “«»
t
PLH —14—P) | 'PHL Output

| ——— VOH Waveform 2
Output A 50% Ve q; 50% Vce S1 at Open
VoL (see Note B)

VOLTAGE WAVEFORMS VOLTAGE WAVEFORMS
A. C_includes probe and jig capacitance.
B. Waveform 1 is for an output with internal conditions such that the output is low except when disabled by the output control. Waveform 2
is for an output with internal conditions such that the output is high except when disabled by the output control.
C. Allinput pulses are supplied by generators having the following characteristics: PRR < 1 MHz, ZO =50 Q, tr<2.5ns, tf< 2.5 ns.
D. The outputs are measured one at a time with one input transition per measurement.

EJ 5-1. Load Circuit and Voltage Waveforms

TEST S$1
tpLr/tPHL Open
tpLz/tpzL 2x Ve
tprz/tpzn Open
Copyright © 2024 Texas Instruments Incorporated HFHE 57— RN 2 (DRSBTS P) #5%5F 7
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6 Detailed Description
6.1 Overview

On the positive transition of the clock (CLK) input, the Q outputs are set to the complements of the logic levels
set up at the data (D) inputs.

A buffered output-enable (OE) input places the eight outputs in either a normal logic state (high or low logic
levels) or the high-impedance state. In the high-impedance state, the outputs neither load nor drive the bus lines
significantly. The high-impedance state and increased drive provide the capability to drive bus lines without
interface or pullup components.

OE does not affect internal operations of the flip-flops. Old data can be retained or new data can be entered
while the outputs are in the high-impedance state.

For specified high-impedance state during power up or power down, OE must be tied to V¢ through a pullup
resistor; the minimum value of the resistor is determined by the current-sinking capability of the driver.

6.2 Functional Block Diagram

oF ! o[>

CLK

c1 19 =

1D 1D

To Seven Other Channels
B4 6-1. Logic Diagram (Positive Logic)
6.3 Device Functional Modes

# 6-1. Function Table (Each Flip-flop)

INPUTS _
— OUTPUT Q
OE CLK D
L T H L
L T L H
L HorlL X Qy
H X X z
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7 Application and Implementation

&
LIFo7 7V r—vaAFiid, T o EARRICE EN56 O TIERL, Tl TIEEOIEMIEE 37w etz

PRAEVZLE A, fll 2 O BB 2 - OBEAVEIC DN TR, BERROEETHMTL TV e72<Zeic
MFET, BERITIAF ORI RIELHFEL T AN DL T, VAT AOKREEZHERR T DM BERHY ET,

7.1 Power Supply Recommendations
The power supply can be any voltage between the min and max supply voltage rating located in #2>3.2-4.2.

Each V¢ terminal should have a good bypass capacitor to prevent power disturbance. For devices with a single
supply, Tl recommends 0.1 uF and if there are multiple V¢ terminals, then Tl recommends .01 pF or .022 uF for
each power terminal. It is okay to parallel multiple bypass capacitors to reject different frequencies of noise. A
0.1 yF and 1 pF are commonly used in parallel. The bypass capacitor should be installed as close to the power
terminal as possible for best results.

7.2 Layout
7.2.1 Layout Guidelines

When using multiple bit logic devices inputs should not ever float.

In many cases, functions or parts of functions of digital logic devices are unused, for example, when only two
inputs of a triple-input AND gate are used or only 3 of the 4 buffer gates are used. Such input pins should not be
left unconnected because the undefined voltages at the outside connections result in undefined operational
states. Specified below are the rules that must be observed under all circumstances. All unused inputs of digital
logic devices must be connected to a high or low bias to prevent them from floating. The logic level that should
be applied to any particular unused input depends on the function of the device. Generally they will be tied to
GND or V¢ whichever make more sense or is more convenient. It is generally okay to float outputs unless the
part is a transceiver. If the transceiver has an output enable pin it will disable the outputs section of the part
when asserted. This does not disable the input section of the I0s so they cannot float when disabled.

7.2.2 Layout Example

Recommend GND flood fill for Vec  GND

improved signal isolation, noise

reduction, and thermal dissipation [.]

0.1 uF Bypass capacitor
placed close to the
device

1 1Q
1 2a
Unused input -1 3q Unused output
tied to GND left floating
4Q
5Q
6D [ 37 14| 6Q
70 st ® 13 7@
8D [[r9 o~ 127] 8Q
10i 11
Avoid 90° GND  CLK

corners for
signal lines

7-1. Example layout for the SN74ACT564
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8 Device and Documentation Support

Tl offers an extensive line of development tools. Tools and software to evaluate the performance of the device,

generate code, and develop solutions are listed below.

8.1 Documentation Support (Analog)
8.1.1 Related Documentation

The table below lists quick access links. Categories include technical documents, support and community
resources, tools and software, and quick access to sample or buy.

£ 8-1. Related Links

TECHNICAL TOOLS & SUPPORT &
PARTS PRODUCT FOLDER SAMPLE & BUY DOCUMENTS SOFTWARE COMMUNITY
SN74ACT564 Click here Click here Click here Click here Click here

8.2 FFaAY FOEFMBEMERITMBAE

R 2 A MO B OV TOREEZ T AT, www.tij.co.jp DF A AR 7 412 & BT IE &, [lE1] 27
Vo7 U CBERT DL, BREINIZT R COBIEFRICE T AT AP =AM BRZITTRAZENTEET, EHEOFEMIC
ONWTHE, WETENTZRF 2 A MIEFN TV A SETERZ B LIZE0,

83HR—F-VY—=2R

THRA A AL AV VALY E2E™ PR —h T3 —TAE, TP =T PRREEE A DR A LR T A M AN
— LRGN OEBESAZEN TEXAIGHT T, BEFEORIZEZRKR LD, MEOEME LIV T52LT, &AFt T E
e RGN TEET,

Vo 7ENTWDar 70T, HEHEBEICIDBROFEF | FBHINDILDTT, ZNBIEETF T R AL AL ALY DL
BERRERR TALDO T BT LE TV R A RN ALY D BfEE KL O TRBOER A, TF TR AR
VALY ORISR TLTEEN,

8.4 Trademarks

THXP R A AV VA Y E2E™ is a trademark of Texas Instruments.

TRCOBEEIL, TNETNOHEE IIRELET,

8.5 HESMEICEHT 5 EEER

ZDIC 1E, ESD IZ&k o TR T D FTREMEN DV E T, TH IR AL AV VAV IC ZHOPO BT F IO E B2 o 2L
‘ ZHERLET, ELVBOBOBLOREFIRAEDRWGE . 7 A AT 28T H0ET,

A\ ESD (L BMHRIL, DT DRHEREIE F DT A RO TR E T EIGITDI-0ET, K72 IC DB, /STA—Z DT H
AT B CARSNTOBEENDANS TREME D B2 | AR AL < 2o TVET,

8.6 AE

TXY R ALY NAY HFELE ZOMFEEICIT, FRECIEEO —RHB L OERN LS TOET,
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9 Revision History
HRESRRBOFETFIILGET 2R L TWET, LOWGETIREEITREERICHEL TOET,

Changes from Revision C (August 2023) to Revision D (February 2024) Page
A I k- & N N N B = )| ST 1
» Updated RBJA values: DW = 58 to 101.2, NS = 60 to 106.2, PW = 83 to 126.2, all values in °C/W ................ 4
Changes from Revision B (November 2002) to Revision C (August 2023) Page
o IR —URERIR, TEUREI R, BB DIE 8RR, [T A ADBREE—R &7 ar | [FAAAZRBLORF

2 A DY R—=RTiar  [AD=Tv Nor—2 BIOEE R BT a 2B e 1
¢ SNBAACTSEBS D ZE BB HIBR ..ottt e e e et e e te s tesseeseeseeseeneeneeneeneeneeneeneens 1

10 Mechanical, Packaging, and Orderable Information

The following pages include mechanical, packaging, and orderable information. This information is the most
current data available for the designated devices. This data is subject to change without notice and revision of
this document. For browser-based versions of this data sheet, refer to the left-hand navigation.
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PACKAGE OPTION ADDENDUM
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PACKAGING INFORMATION

Orderable part number Status  Material type Package | Pins Package qty | Carrier RoOHS Lead finish/ MSL rating/ Op temp (°C) Part marking
@ @ ® Ball material Peak reflow ©)
@ )
SN74ACT564DW Obsolete Production SOIC (DW) | 20 - - Call Tl Call Tl -40 to 85 ACT564
SN74ACT564DWR Active Production SOIC (DW) | 20 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 85 ACT564
SN74ACT564DWR.A Active Production SOIC (DW) | 20 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 85 ACT564
SN74ACT564N Active Production PDIP (N) | 20 20 | TUBE Yes NIPDAU N/A for Pkg Type -40 to 85 SN74ACT564N
SN74ACT564N.A Active Production PDIP (N) | 20 20 | TUBE Yes NIPDAU N/A for Pkg Type -40 to 85 SN74ACT564N
SN74ACT564NSR Active Production SOP (NS) | 20 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 85 ACT564
SN74ACT564NSR.A Active Production SOP (NS) | 20 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 85 ACT564
SN74ACT564PW Obsolete  Production TSSOP (PW) | 20 - - Call Tl Call Tl -40 to 85 AD564
SN74ACT564PWR Active Production TSSOP (PW) | 20 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 85 AD564
SN74ACT564PWR.A Active Production TSSOP (PW) | 20 2000 | LARGE T&R Yes NIPDAU Level-1-260C-UNLIM -40 to 85 AD564

@ status: For more details on status, see our product life cycle.

@ material type: When designated, preproduction parts are prototypes/experimental devices, and are not yet approved or released for full production. Testing and final process, including without limitation quality assurance,
reliability performance testing, and/or process qualification, may not yet be complete, and this item is subject to further changes or possible discontinuation. If available for ordering, purchases will be subject to an additional
waiver at checkout, and are intended for early internal evaluation purposes only. These items are sold without warranties of any kind.

® RoHS values: Yes, No, RoHS Exempt. See the Tl RoHS Statement for additional information and value definition.

@ Lead finish/Ball material: Parts may have multiple material finish options. Finish options are separated by a vertical ruled line. Lead finish/Ball material values may wrap to two lines if the finish value exceeds the maximum
column width.

® msL rating/Peak reflow: The moisture sensitivity level ratings and peak solder (reflow) temperatures. In the event that a part has multiple moisture sensitivity ratings, only the lowest level per JEDEC standards is shown.
Refer to the shipping label for the actual reflow temperature that will be used to mount the part to the printed circuit board.

© part marking: There may be an additional marking, which relates to the logo, the lot trace code information, or the environmental category of the part.

Multiple part markings will be inside parentheses. Only one part marking contained in parentheses and separated by a "~" will appear on a part. If a line is indented then it is a continuation of the previous line and the two
combined represent the entire part marking for that device.

Important Information and Disclaimer: The information provided on this page represents Tl's knowledge and belief as of the date that it is provided. Tl bases its knowledge and belief on information provided by third parties, and
makes no representation or warranty as to the accuracy of such information. Efforts are underway to better integrate information from third parties. Tl has taken and continues to take reasonable steps to provide representative
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https://www.ti.com/product/SN74ACT564/part-details/SN74ACT564DW
https://www.ti.com/product/SN74ACT564/part-details/SN74ACT564DWR
https://www.ti.com/product/SN74ACT564/part-details/SN74ACT564N
https://www.ti.com/product/SN74ACT564/part-details/SN74ACT564NSR
https://www.ti.com/product/SN74ACT564/part-details/SN74ACT564PW
https://www.ti.com/product/SN74ACT564/part-details/SN74ACT564PWR
https://www.ti.com/support-quality/quality-policies-procedures/product-life-cycle.html
https://www.ti.com/lit/szzq088
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and accurate information but may not have conducted destructive testing or chemical analysis on incoming materials and chemicals. Tl and Tl suppliers consider certain information to be proprietary, and thus CAS numbers
and other limited information may not be available for release.

In no event shall TI's liability arising out of such information exceed the total purchase price of the Tl part(s) at issue in this document sold by Tl to Customer on an annual basis.
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PACKAGE MATERIALS INFORMATION

I3 TEXAS
INSTRUMENTS
www.ti.com 23-Jul-2025
TAPE AND REEL INFORMATION
REEL DIMENSIONS TAPE DIMENSIONS
4 |+ KO [¢—P1—
L Regic oy Rogic e o T
o| |e o Bo W
el |
. Diameter ' '
Cavity —>| AO |<—
A0 | Dimension designed to accommodate the component width
B0 | Dimension designed to accommodate the component length
KO | Dimension designed to accommodate the component thickness
A W | Overal width of the carrier tape
i P1 | Pitch between successive cavity centers
[ [ ]
_f Reel Width (W1)
QUADRANT ASSIGNMENTSFOR PIN 1 ORIENTATION IN TAPE
O O O O 0O O 0 O0 Sprocket Holes
| |
T T
St N Il )
H4-—q--4 t--1--1
Q3 1 Q4 Q3 | User Direction of Feed
[ & A |
T T
N
Pocket Quadrants
*All dimensions are nominal
Device Package |Package|Pins| SPQ Reel Reel A0 BO KO P1 w Pinl
Type |Drawing Diameter| Width | (mm) | (mm) | (mm) [ (mm) [ (mm) |Quadrant
(mm) |W1(mm)
SN74ACT564DWR SOIC DwW 20 2000 330.0 24.4 109 | 13.3 2.7 12.0 | 240 Q1
SN74ACT564DWR SOIC DW 20 2000 330.0 24.4 108 | 133 | 2.7 12.0 | 24.0 Q1
SN74ACT564NSR SOP NS 20 2000 330.0 24.4 8.4 13.0 25 12.0 | 240 Q1
SN74ACT564PWR TSSOP PW 20 2000 330.0 16.4 6.95 7.0 1.4 8.0 16.0 Q1
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PACKAGE MATERIALS INFORMATION

13 TEXAS
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www.ti.com 23-Jul-2025
TAPE AND REEL BOX DIMENSIONS
*All dimensions are nominal
Device Package Type |Package Drawing| Pins SPQ Length (mm) | Width (mm) | Height (mm)
SN74ACT564DWR SOIC DW 20 2000 356.0 356.0 45.0
SN74ACT564DWR SoIC Dw 20 2000 356.0 356.0 45.0
SN74ACT564NSR SOP NS 20 2000 356.0 356.0 45.0
SN74ACT564PWR TSSOP PW 20 2000 353.0 353.0 32.0
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TUBE
T - Tube
height L - Tubelength
*
> w-Tube| I U U L
> width
v
— B - Alignment groove width
*All dimensions are nominal
Device Package Name |Package Type Pins SPQ L (mm) W (mm) T (um) B (mm)
SN74ACT564N N PDIP 20 20 506 13.97 11230 4.32
SN74ACT564N.A N PDIP 20 20 506 13.97 11230 4.32
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MECHANICAL DATA

NS (R-PDSO-G**) PLASTIC SMALL-OUTLINE PACKAGE
14-PINS SHOWN

i I s
1A RAAAT

0,15 NOM

|
r

Gage Plane

O
NERELE

A

0,15

;LU_U_U_U_U_U_U_/;J%W Seating Plone ¥ \_JJ |__)

— 2,00 MAX ©lo0.10

PINS
DIM

A MAX

A MIN

4040062,/C 03,03

NOTES:  A. Al linear dimensions are in millimeters.
B. This drawing is subject to change without notice.
C. Body dimensions do not include mold flash or protrusion, not to exceed 0,15.




MECHANICAL DATA

N (R—PDIP—T**) PLASTIC DUAL—IN—LINE PACKAGE
16 PINS SHOWN
< A oM PINS ™1 44 16 18 20
16 9
- AWK | (e | (1969) | (2557 | (26.92)
0.745 | 0.745 | 0.850 | 0.940
D) %&2?&) ACMING 1 1892y | (18,92) | (21,59) | (23,88)
PR ey ey ey e ey gy g Yo\ VXS\;\?\O&N A BB AC AD
w J L 8
0.070 (1,78)
0085 (114 O
0.045 (1,14) .
—» rom(om Yo 0.020 (0,51) MIN % —

\ 5 0.015 (0,38)
T 0.200 (5,08) MAX

4+ v L Seating Plane
? 0.125 (3,18) MIN (0,25) NOM

—J 0.430 (10,92) MAX L

r_——-\

? Gauge Plane

0.021 (0,53)
0.015 (0,38)

[4]0.010 (0,25) W]

)

U 14/18 Pin Only "

= 20 Pin vendor option

4040049/€ 12/2002

NOTES:  A. All linear dimensions are in inches (millimeters).
B. This drawing is subject to change without notice.

@ Falls within JEDEC MS—001, except 18 and 20 pin minimum body length (Dim A).
@ The 20 pin end lead shoulder width is a vendor option, either half or full width.

b TExAS
INSTRUMENTS
www.ti.com



DWO0020A

PACKAGE OUTLINE
SOIC - 2.65 mm max height

SOIC

10.63
9.97

W

TYP

@ PIN 11D

AREA

J
)
(=]

_ 18x[1.27]
() — ==
— ==-—
—] —
— —
130 [ — 2%
12.6 [11.43]
NOTES —
— —
— —
— —
it
10 ] i
- o 1112(»(0.51 —L
7.6 0.31 .65 MAX
8] 74 (@ [0.250) [c|A[B]
NOTE 4

\

1

/'\ :

)

T

<\ SEE DETAIL A

E,

o
1

GAGE PLANE

0‘7-8"T+

1.27 L 92

" 040

DETAIL A
TYPICAL

4220724/A 05/2016

NOTES:

-

per ASME Y14.5M.

exceed 0.15 mm per side.

s W N

. Reference JEDEC registration MS-013.

. This drawing is subject to change without notice.
. This dimension does not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not

. All linear dimensions are in millimeters. Dimensions in parenthesis are for reference only. Dimensioning and tolerancing

. This dimension does not include interlead flash. Interlead flash shall not exceed 0.43 mm per side.
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EXAMPLE BOARD LAYOUT
DWO0020A SOIC - 2.65 mm max height

SOIC

20X (2)

A

N
o

20X (0.6)

-

:
il

18X (1.27)

JUoty

in0uD

(R0.05)
TYP

-
o

11

gl

|
|

LAND PATTERN EXAMPLE
SCALE:6X

SOLDER MASK METAL UNDER SOLDER MASK
OPENING / METAL SOLDER MASK\\ / OPENING

(r L N ‘r- -\‘
| *| |:
)) — —y
*I‘* 0.07 MAX JL 0.07 MIN
ALL AROUND ALL AROUND
NON SOLDER MASK SOLDER MASK
DEFINED DEFINED

SOLDER MASK DETAILS
4220724/A 05/2016

NOTES: (continued)

6. Publication IPC-7351 may have alternate designs.
7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.

i3 Texas
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EXAMPLE STENCIL DESIGN
DWO0020A SOIC - 2.65 mm max height

SOIC

20X (0.6) L [j:

1

20X (2)

SYMM

11 ¢

|

|

18X (1.27) |

27 |

T—-E==3 |

|

) !

|

|

|

|

|

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL
SCALE:6X

4220724/A 05/2016

NOTES: (continued)

8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
design recommendations.
9. Board assembly site may have different recommendations for stencil design.
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PACKAGE OUTLINE
TSSOP - 1.2 mm max height

PWO0O020A

SMALL OUTLINE PACKAGE

PIN 1 INDEX AREA
18X -0.65
R 20
1 == )
== -
—
—
2X
6.6 5.85
64 —
NOTE 3
—
—
o
10 g e et
- J 11
20X 0.30
E 45 0.19
4.3

./'

&-«/\ (0.15)TYPjr
SEE DETAIL A

GAGE PLANE

DETAIL A
TYPICAL

4220206/A 02/2017

NOTES:

1. All linear dimensions are in millimeters. Any dimensions in parenthesis are for reference only. Dimensioning and tolerancing
per ASME Y14.5M.

. This drawing is subject to change without notice.

. This dimension does not include mold flash, protrusions, or gate burrs. Mold flash, protrusions, or gate burrs shall not
exceed 0.15 mm per side.

. This dimension does not include interlead flash. Interlead flash shall not exceed 0.25 mm per side.

. Reference JEDEC registration MO-153.

(G20 w N
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EXAMPLE BOARD LAYOUT
PWO0O020A TSSOP - 1.2 mm max height

SMALL OUTLINE PACKAGE

20X(1.5) SYMM
|1 ‘ r ¢ (R0.05) TYP
oo [ | e
b |

|
) |

|
e |

L

18X (0.65) — -

-

)
1]
1)

o | ]

LAND PATTERN EXAMPLE
EXPOSED METAL SHOWN
SCALE: 10X

SOLDER MASK METAL UNDER SOLDER MASK
oPEN|NG\ METAL SOLDER MASK OPENING
777777777777 .
|
|

T EXPOSED METAL

*H‘* 0.05 MAX *j 0.05 MIN

EXPOSED METAL

ALL AROUND ALL AROUND
NON-SOLDER MASK SOLDER MASK
DEFINED DEFINED
(PREFERRED) SOLDER MASK DETAILS

4220206/A 02/2017

NOTES: (continued)

6. Publication IPC-7351 may have alternate designs.
7. Solder mask tolerances between and around signal pads can vary based on board fabrication site.
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EXAMPLE STENCIL DESIGN
PWO0O020A TSSOP - 1.2 mm max height

SMALL OUTLINE PACKAGE

20X (0.45)

f

e
-

aai

SYMM

=
[N

20X (1.5) SYMM
i j | r ¢ (R0.05) TYP
| |
|
|
|
|
|
4
|
|
|
|
|
|
|

[ ]
1]
]
o

R

L— (5.8) —J

SOLDER PASTE EXAMPLE
BASED ON 0.125 mm THICK STENCIL
SCALE: 10X

4220206/A 02/2017

NOTES: (continued)

8. Laser cutting apertures with trapezoidal walls and rounded corners may offer better paste release. IPC-7525 may have alternate
design recommendations.
9. Board assembly site may have different recommendations for stencil design.

INSTRUMENTS
www.ti.com




EExsASEEEREE
T, EMTF—REGEET—R (F—R2Y—hEBHET), REFAVY—RA(VIFLVATFHAV2EHET), 7TV Tr—23o®
REHCEITZBET RNA A, Web YV —JL, ZE£MBER, TOMOVY—RE, RENFFETHAEMOHSD "THROEE BHLTH
Y, BRESLORERNICNIIEEHORTRIL. E=E0HNUEEOIRERLZETVAIBIRLE. BRI LERRHIC
AEDSTHEELET,
ChesOVY—RAR, TIHREEATIHTOBREBALARENOREZERLZEDOTT, (1) BEROTTVTr—>a2ICHELE
TIHGRORE, 2 BFROTTVTr— a2 0REr, BRI HZR. Q) SFROTIUT—2 a3V ICHLTHIREREP. TOMENHS
WaReM, EF1UT 1, Rl TLGHOBEFAOEELESICHIZETEZ. SEROIEMTESENELET,
LROBEVY—AL, FEBLKEETIDAEEFIBYET. ChosOVY—RE, VY—ATHAATLWR TIRREERATZTS
Dr—23>OREOENTOR, TIRZOERAZSERICHELET, ChsOUY—RAICHALT, HOBNTERTZCEXPEHT
BPCERBUETATVERT, TIXRE=ZEOANMEEDOT A L ANRFEENTVWRIRTRHUEEA. BEKER, Chs0JY—R%E
BETHEALLERRET2H50FHLIUT, BE, B, BX. EECOVT TIKIVPTORBAZEZCHE IS EN0EL, T
BE—YInEFEZEELRT,

TIORBF, TIORSERE . TIORENBERENARTA2 | ticom TLEFTIHRBECHEL TRHE WD MBOBEBARGEICH VR
MENET, TINFChSOVY—RERMIDEF, BRI TIORAFLEMORIAEOHBEOLAPEELZEKRTZEOTEHY)
FA, TINHRAEZA, FERBAAZY—AERE L THARNICEEL TLWEVLWRY, T ORBRIEENSTHROTICEBRE WD ARKSE
T“?O

BEBRIVABIBMFRLL-GRBREEZRRTIZESE. TIRThSICEBEER, EELET,

Copyright © 2026, Texas Instruments Incorporated
BREEHAB 2025 F 10 A


https://www.ti.com/ja-jp/legal/terms-conditions/terms-of-sale.html
https://www.ti.com/jp/lit/pdf/JAJQ001
https://www.ti.com

	1 特長
	2 概要
	Table of Contents
	3 Pin Configuration and Functions
	4 Specifications
	4.1 絶対最大定格
	4.2 Recommended Operating Conditions
	4.3 Thermal Information
	4.4 Electrical Characteristics
	4.5 Timing Requirements
	4.6 Switching Characteristics
	4.7 Operating Characteristics

	5 Parameter Measurement Information
	6 Detailed Description
	6.1 Overview
	6.2 Functional Block Diagram
	6.3 Device Functional Modes

	7 Application and Implementation
	7.1 Power Supply Recommendations
	7.2 Layout
	7.2.1 Layout Guidelines
	7.2.2 Layout Example


	8 Device and Documentation Support
	8.1 Documentation Support (Analog)
	8.1.1 Related Documentation

	8.2 ドキュメントの更新通知を受け取る方法
	8.3 サポート・リソース
	8.4 Trademarks
	8.5 静電気放電に関する注意事項
	8.6 用語集

	9 Revision History
	10 Mechanical, Packaging, and Orderable Information

